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Consider updsting the existing sign2l 16 3 proposed mast arm
configuration.
10, Consider utitizing the additiona! space vacated by th existing
right-turn lane to Install new sidewalk faciities in the southwest

quadrant of the

Sea Melro Public Works' design plans at this intersection
for additional design Information. This drawing Is Intended
for conceptua! purposes only. Not 1o be used for design
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. PROPOSED PEDESTRIAN PEDESTAL POLE

PROPOSED PAD MOUNTED SIGNAL CONTROLLER
0 EXISTING MTA BUS STOP LOCATION

Recommended Improvements

28th Avenue N./Ed Temple Boulevard
Recommended Improvements

Restripe high visb:tty crosswalks with pedestrisn push buttons and countdown
pedestrian s'gnal heads on all approaches.

Make curb ramps and all quadrants ADA-compliznt by cleaning up existing concrete
al the comers.

Install *Turning Vehicles Yied (o Bikes/Peds signs 2long the esisting signal span wire
for ell 2pproaches.

Provide leading pedestian Interval to pedestrian watk phase within signal tming for
tha Intersection approaches.

Reduce the existing cycle length at the raffic signal to 90 seconds to improve
‘operations and queue lengths.

Provide an additional westbound right-turn lane on Jefferson Street while
malntaining a sIng'e southbound thiough Iane and a sing'e northbound receiing
Tane on £ Temple Boulevard.

Provide a combined eastbound through/right-tuin Lane on John A. Meriitt Bou'evard
Provide disgonal transverse shoulder markings trrough the channelized southbound
right-turn Iane. Install an zdditionsl erosswatk at the soulhern portion of the edsting
Isfand with ADA comp'iant curb tamps. Corvert existing yield movement to stop

()

Consider a raised coxrete channelized island
sepatating the northbound through and right-turn
lanes In order to provide a pedestiian refuge area, but
accommacdating larger vehice dght-turns This vill
als0 provide a shorter pedestrian crossing distance
and prohibit disatlowed vehide mavements
1 12, Altematively, consider Instaling a curb extension at
the southeast quadrant of the intessection to reduce

pedesian conficts and improve walkability,
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